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Standard
reference
number Title
C158—02(2012) Standard Test Methods for Strength of Glass by Flexure (Determination of Modulus of Rupture)
C209—15 Standard Test Methods for Cellulosic Fiber Insulating Board
C518—15 Standard Test Method for Steady-State Thermal Transmission Properties by Means of the

Heat Flow Meter Apparatus
D1970/D1970M—15a Standard Specification for Self-Adhering Polymer Modified Bituminous Sheet Materials

Used as Steep Roofing Underlayment for Ice Dam Protection
D2116—07(2112) Standard Specification for FEP-Fluorocarbon Molding and Extrusion Materials
D2523—13 Standard Practice for Testing Load-Strain Properties of Roofing Membranes
D3409/D3409M—93(2016)e1 Standard Test Method for Adhesion of Asphalt-Roof Cement to Damp, Wet, or Underwater Surfaces
D4073—06(2013) Standard Test Method for Tensile-Tear Strength of Bituminous Roofing Membranes
D4329—13 Standard Practice for Fluorescent Ultraviolet (UV) Lamp Apparatus Exposure of Plastics
D4798/4798M—11 Standard Practice for Accelerated Weathering Test Conditions and Procedures for

Bituminous Materials (Xenon-Arc Method)
D5147/5147M—14 Standard Test Methods for Sampling and Testing Modified Bituminous Sheet Material
D7158—16 Standard Test Method for Wind Resistance of Asphalt Shingles (Uplift Force/Uplift Resistance Method)
D7311—07 Standard Specification for Liquid-Applied, Single-Pack, Moisture-Triggered,

Aliphatic Polyurethane Roofing Membrane




